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PRODUCT
BULLETIN

SYNOL NT-SEIZE COMPOUND
(Antiseize Compound)

SYNOL NT-SEIZE COMPOUND is & highly concentrated microsize Molybdenm disulphide & graphite
based multipurpose assembly/lubricating paste fortified with special additives to withstand very high
temperature and extreme loads. |t is most ideally suitable as an assembly paste for grease
lubricating system to ensure freedom from scuffing and scoring. NT-SEIZE COMPOUND eliminates
metal to metal contact betweean nuts and bolts preventing them from seizing leading to breakage
under axtramaly heavy load.

Characteristics Typical Values
1. Appearance Paste
2, Colour Black
3, Consistancy NLGI Na. 2
4. Drop point 220°C
5. Viscosity @ 40°C 150 cst
B, Percentage Solids 40%
8, Coefficiant of friction 0.00
g, Load camying capacity 500,000 psi
10,  Temperature Range -20 to+ 1100°C
11.  Shalf life 2 ymars
AREA OF APPLICATION:

o All threaded connections of nuts, bolts, studs, pipe couplings, U-bolts, flanges etc.
& Journal bearings, speed reducers, kingpins, splines.
o Slides & ways operating under shock condition subjected to very heavy intermittent loads.

E

& Prevents seizure under heavy loads, for all threaded connections

L Easy and quick dismantling of mechanical parts

e Heavy duty thread |lubricant which protects threads from rust & corrosion
e An effective press fitting and assembly aid.

PACKING: 500-gm. jar, 1-kgjar, 5-kg. jar

THE DATA OFFERED HEREIN &5 TO BE TREATED AS & GUCELIE, USER SHOULD THORDUGHLY EVALUATE THE PRODUCT BEFORE STANDARDIZING ITS
UEE.
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